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Attaching the vent hole assembly
�x Use 5 screws to attach the vent hole assembly.

IMPORTANT INFORMATION:
You can move the lower vent hole forward-backward to adjust it to the kick plate in the kitchen.

WARNING:
Forward-backward travel distance of the lower kick plate must be 15/16" (23 mm).

As you can see in the figure, the decorative kick plate must not be in front of the upper vent hole level.

INSTALLING THE CABIN BOTTOM
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Attaching the decorative parts
 Attach the side closing parts (trim furniture side ItemNo2) onto the right/left

connectionbrackets.

 Attach the upper closing part (trim furniture top ItemNo1) onto the upper
connectionbracket.

INSTALLING THE CABIN BOTTOM
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This section contains information about preparing the furniture doors and mounting them to the product.

WARNING:
Maximum weights of the furniture to be mounted to the product are as follows.

Category XRF18CFZ

Weight 66.0 lbs. (30 kg)

- Furniture door density : 0.6

Choosing the door thickness
 The door of your refrigerator can open by 115° maximum.

If the door is going to open to this degree, you can choose the following thickness levels.

WARNING:
If the door thickness is more than 1 ½” (38 mm), the door should not open more than 90°.

You must use 90°limit pin on the hinge.

FURNITURE DOOR PREPARATION
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 You can limit the opening degree of your door to 90° If you want

 90°limit pin (item No.17) is located in the mouting part kit of the drawer box.

 Pin must be fully seated in the bracket or the door will not close properly.

90°limit pin should be inserted to upper hinge and lower hinge

FURNITURE DOOR PREPARATION
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Removing the mechanism Covers
 Remove screws to take out the top hanger bracket cover.

WARNING:
There is a magnet on the top hanger bracket cover. This is a functional part for the operation of the

product. It should not be confused with the low hanger bracket cover.

XRF18CFZ

FURNITURE DOOR PREPARATION

 Remove screw to take out the low hanger bracket cover.

XRF18CFZ
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Removing the panel-adjustment mechanisms on the refrigerator

 Remove the upper and lower adjusting mechanism assemblies from the door.

XRF18CFZ

FURNITURE DOOR PREPARATION
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Preparing furniture door

IMPORTANT INFORMATION:
You must take the dimensions into account when grouping the cradle parts on the furniture door. 

When marking, you can use the "Furniture door preparation template" provided with the product.

WARNING:
Handle connection holes must be adjusted according to the handles to be used in kitchen design.

WARNING:
Minimum thickness of the door must be ¾" (19mm).

XRF18CFZ

FURNITURE DOOR PREPARATION
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√ Furniture door cutout dimension

Category XRF18CFZ

mm 451 * 2030

inch 17 3/4 * 79 15/16

1/2 “(12mm)
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XRF18CFZ

17 3/4“ (451mm)

FURNITURE DOOR PREPARATION
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WARNING:
You must use screws(item No.15). suitable for the door thickness.

 Install cradles using the chipboard screws. You can also use the template provided with the 
product to align these parts. It is recommended to keep this template for future reference.

XRF18CFZ

FURNITURE DOOR PREPARATION
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 Attach the door handle.

Screws holding the door handle must not protrude.

 Attach the door handle to the furniture door..

Screws holding the door handle must not protrude.

WARNING:
Handle connection holes must be adjusted according to the handles to be used in kitchen design.

WARNING:
Minimum thickness of the door must be ¾" (19 mm).

FURNITURE DOOR PREPARATION
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Installing the furniture door

1. Attach the furniture door to the door

FURNITURE DOOR PREPARATION
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 How to align the furniture door upper part with bolts.

Position of the Furniture Doors to the kitchen furniture must be flush.
To achieve this, you should adjust 3D direction using by two fixing bolt to perform fine adjustments. 
First of all, review the position of the grouped Furniture Doors against the kitchen furniture.
Distances between furniture must be 1/8" (3 mm), assuming that the furniture dimensions are correct. 
You can make door adjustments based on this distance.

Up & down

FURNITURE DOOR PREPARATION

Front & back 
Left & right

Fixing furniture door completely
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 How to align the furniture door lower part with bolts.

Up & down 
Left & right Fixing furniture door completely

Front&back

FURNITURE DOOR PREPARATION
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 Attach and screw the upper/lower decoration cover.

XRF18CFZ

FURNITURE DOOR PREPARATION
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 After the top and bottom door panel brackets are secured by installing screws,
use screw(Item No8) and square washer(Item No9) to secure the center mounting bracket.

FURNITURE DOOR PREPARATION
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FURNITURE DOOR PREPARATION

 Attach the Trim door side (Item No3)
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Adjusting the hardness of the hinges
 Use a drill to adjust the hardness of the upper and lower hinges of the Door.

 Set the hingeadjustment screw from position "O" to position "I".

WARNING:
The door must be fully open during this adjustment.

WARNING:
This adjustment must definitely be performed after the door has been adjusted.

HINGE ADJUSTMENT
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Installing the dual cabin
If you are going to make a dual cabin installation, you must definitely demand "Dual Cabin Installation Kit" 
from the authorised service.
The instructions below have been prepared according to Built-in type.
Built-in: The Appliance and Panels fully seat into the gap, and a material that can be their own box is jammed 
between the two kitchen cabinets or decorative columns. This is the most common installation scenario.

Cabin Dimensions
Cabin dimensions below must be checked before starting the installation.

√ Dual cabin dimension

√ Conference

Category 18+24 18+30 24+24 24+30 30+30

“A” Dimension 42” (1066mm) 48” (1219mm) 48” (1219mm) 54” (1371mm) 60” (1524mm)

Category XRF18CFZ

Abbreviation 18

CHANGING THE DOOR OPENING DIRECTION
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Location of the Electrical Wiring
Location of the electrical wiring must be within the range given below.

ATTENTION:
Do not use extension cables or two-pin adaptors and do not remove the ground terminal of the grounding
cable.

ATTENTION:
A qualified electrician must ensure that the poles of the socket are connected correctly.
Verify that the grounding of the socket is correct.

Category 18+24 18+30 24+24 24+30 30+30

“A” Dimension 13” (330mm) 19” (482mm) 13” (330mm) 19” (482mm) 19” (482mm)

2 “ (50.8mm)

11 “ (280mm)“A”

5” (127mm)

4” (102mm)

CHANGING THE DOOR OPENING DIRECTION

61
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Location of the water system
The water connected to the water mains must be potable.
Location of the water system must be within the range given below.
Water system of the refrigerator must be connected to the water mains system in the 
house. The user must be able to switch it on/off with the valve when necessary.
Objects that might pierce the water hoses or cause them to twist must not be
present where the water line is installed.

Pressure of the water system must be between 25-80 psi (1.7-5.5 Bar).
If the water pressure exceeds 80 psi, install a pressure limiting device or water impact protector to the
inlet valve. Never install the product or operate the appliance if it is possible for the water pressure to
exceed 120 psi.

WARNING:
Make sure that there is no water leakage when making the water
connections. Otherwise, there will be water on the floor and the furniture
will get damaged.
You will need a hose with a minimum length of 60" (1.5 meters) and a diameter
of ¼" for water connections of the product during installation.
A connector that has a thread with an external diameter of ¼ must be used to connect the hose end to the
product. Before completing the installation, make sure that water flows and there is no water leakage.

Category 18+24 18+30 24+24 24+30 30+30

“A” Dimension 8” (203mm) 8” (203mm) 14” (356mm) 14” (356mm) 20” (508mm)

4”
(1

02
m

m
)

2“ (50.8mm)

CHANGING THE DOOR OPENING DIRECTION
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No Part name Spec Q’ty Remark

1 Insulation sponge Sponge, gray, T3.0*400*1750 1

2 Connecting bracket (A) T2.0*56*41, Cr+zn-coating 1

3 Truss washer head M4*12 16

4 Fastener POM 3

5 Trim furniture middle PVC extrusion L=1876 1

6 Connecting bracket (B) T2.0*29*36, Cr+zn-coating 1

Truss washer head screw 
Spec : M4x12
Fixing Refrigerator
Such as cabinet and door 
(press part)

CHANGING THE DOOR OPENING DIRECTION

63
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Attaching the fasteners and connecting bracket

Screw (3) the Fasteners (4) that are going to be used to connect two refrigerators
together to the locations shown in the figure.

CHANGING THE DOOR OPENING DIRECTION

Connecting bracket (A)

Fastener
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Stick the Insulation Sponge (1) to the side panel so that the sponge remains in between
two cabins.

CHANGING THE DOOR OPENING DIRECTION

65
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Bring the two refrigerators side by side.
After making sure that they are in alignment, screw fasteners (4) to the other refrigerator.
Screw connecting bracket A (2) on the back and screw connecting bracket B (6) on the front.

Connecting bracket (A) 
on the back

Connecting bracket (B) 
on the front

CHANGING THE DOOR OPENING DIRECTION

66
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Make power and water connections of the refrigerator as explained before.

Push the refrigerators into the cabin.

CHANGING THE DOOR OPENING DIRECTION

65
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Adjusting the height of the refrigerator in the cabin
Adjust the refrigerator height using the adjustable feet.

WARNING:

First of all, raise the front feet to reduce the risk of the cabin falling frontward.
A/D –Turn the key clockwise to lift the front 
B/C –Turn the key clockwise to lift the rear

CHANGING THE DOOR OPENING DIRECTION

66
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Screwing the bracket furniture on the cabin side wall
Attach the bracket furniture to the furniture with 12screws.

CHANGING THE DOOR OPENING DIRECTION

67
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Screwing the bracket furniture on the cabin top wall
 Attach the bracket furniture to the furniture with 4screws.

CHANGING THE DOOR OPENING DIRECTION

68
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Attaching the decorative parts
Attach the side closing parts onto the right/left connectionbrackets.

Attach the upper closing part onto the upper connectionbracket.

CHANGING THE DOOR OPENING DIRECTION
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Attach the middle closing parts (trim furniture middle ItemNo5) between two refrigerators.

CHANGING THE DOOR OPENING DIRECTION
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You can see previous pages for other installation procedures.

CHANGING THE DOOR OPENING DIRECTION
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WARRANTY REGISTRATION

Scan theQR code or visit Input your product info You’re done.
thorkitchen.com/warranty and select register Let’s get cook in’.

WARRANTY NEED PARTS?

Register your product by following the steps below.

WELCOME 
TOTHE CLUB
You chose THOR Kitchen to enhance your culinary journey and 

we’re stoked to have you in the club. Think of it as a secret 
society of really savvy people, such as yourself, choosing 

professional power and performance at an affordable price.


